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floating roof deck, and which allows
the penetration of a fixed roof support
column. The seal is attached to the rim
of the deck opening and extends to the
outer surface of the column. The seal is
draped (but does not contact the stored
liquid) to allow the horizontal move-
ment of the deck relative to the col-
umn.

Floating roof means a roof that floats
on the surface of the liquid in a storage
vessel. A floating roof substantially
covers the stored liquid surface (but is
not necessarily in contact with the en-
tire surface), and is comprised of a
deck, a rim seal, and miscellaneous
deck fittings.

Initial fill or initial filling means the
first introduction of liquid into a stor-
age vessel that is either newly con-
structed or has not been in liquid serv-
ice for a year or longer.

Internal floating roof or IFR means a
floating roof located in a storage vessel
with a fixed roof. For the purposes of
this subpart, an external floating roof
located in a storage vessel to which a
fixed roof has been added is considered
to be an internal floating roof.

Liquid-mounted seal means a resilient
or liquid-filled rim seal designed to
contact the stored liquid.

Mechanical shoe seal or metallic shoe
seal means a rim seal consisting of a
band of metal (or other suitable mate-
rial) as the sliding contact with the
wall of the storage vessel, and a fabric
seal to close the annular space between
the band and the rim of the floating
roof deck. The band is typically formed
as a series of sheets (shoes) that are
overlapped or joined together to form a
ring. The lower end of the band extends
into the stored liquid.

Pole float means a float located inside
a guidepole that floats on the surface
of the stored liquid. The rim of the
float has a wiper or seal that extends
to the inner surface of the pole.

Pole sleeve means a device which ex-
tends from either the cover or the rim
of an opening in a floating roof deck to
the outer surface of a pole that passes
through the opening. The sleeve ex-
tends into the stored liquid.

Pole wiper means a seal that extends
from either the cover or the rim of an
opening in a floating roof deck to the

outer surface of a pole that passes
through the opening.

Referencing subpart means the sub-
part that refers an owner or operator
to this subpart.

Rim seal means a device attached to
the rim of a floating roof deck that
spans the annular space between the
deck and the wall of the storage vessel.
When a floating roof has only one such
device, it is a primary seal; when there
are two seals (one mounted above the
other), the lower seal is the primary
seal and the upper seal is the secondary
seal.

Slotted guidepole means a guidepole or
gaugepole that has slots or holes
through the wall of the pole. The slots
or holes allow the stored liquid to flow
into the pole at liquid levels above the
lowest operating level.

Storage vessel or Tank means a sta-
tionary unit that is constructed pri-
marily of nonearthen materials (such
as wood, concrete, steel, fiberglass, or
plastic) which provide structural sup-
port and is designed to hold an accu-
mulation of liquids or other materials.

Vapor-mounted seal means a rim seal
designed not to be in contact with the
stored liquid. Vapor-mounted seals
may include, but are not limited to, re-
silient seals and flexible wiper seals.

§ 63.1062 Storage vessel control re-
quirements.

(a) For each storage vessel to which
this subpart applies, the owner or oper-
ator shall comply with one of the re-
quirements listed in paragraphs (a)(1)
through (a)(3) of this section.

(1) Operate and maintain an IFR.
(2) Operate and maintain an EFR.
(3) Equivalent requirements. Comply

with an equivalent to the requirements
in paragraph (a)(1) or (a)(2) of this sec-
tion, as provided in § 63.1064.

(b) [Reserved]

§ 63.1063 Floating roof requirements.
The owner or operator who elects to

use a floating roof to comply with the
requirements of § 63.1062 shall comply
with the requirements in paragraphs
(a) through (e) of this section.

(a) Design requirements. (1) Rim seals.
(i) Internal floating roof. An IFR shall
be equipped with one of the seal con-
figurations listed in paragraphs
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